Toolholder Bushing Type *“Z”

The most flexible Toolholder Bushing for all types of CNC Turning Centers, Turret Lathes

and Chuckers. The Elongated Slot gives the user a complete interchangeability with all brands of
equipment. The added Set Screws in the Head allow for increased rigidity. The bushings are hardened and
precision ground concentric. Can also be used for Preset Tooling. Select the O.D. size that fits your
machine and order from the chart below.

CNC PART BUSH STANDARD BORE LENGTH OF SLOT HEAD LENGTH UNDER HEAD
NUMBER DIA. SIZES STOCKED zs | z | o THICKNESS zs | z | o
A B (¢ D E
INCH MM INCH MM
CNC 86-40Z Y 20 Y4, e, Y6, Vo 6, 8, 10, 12 2% Yo 21
CNC 86-41Z 1 25 Vi, She, %, Vs, %, Y 8,10, 12, 16, 20 2% Yo 2%
- 4 8, Vo, Y8, Ya, 78, 5 8 8 8 8 4 4
CNC 86-42Z 1Y 32 Y, Vo, %, V4, Ve, 1 10, 12, 16, 20, 2 1% | 2% | 3% % 2V 3 3%
CNC 86-43Z | 1% 40 %, V2, %,1/%, 7,1, | 10,12,16,20,25,32 | 28 | 278 | 3% Y% 2V | 3V 4
4
CNC 86-44Z | 1% 45 V2, Yo, %#, 1,1%, | 12,16,20,25,32,40 | 238 | 38| 3% Ya 2% | 3% | 4V
2
CNC 86-45Z 2 50 Vo, %, Ya, 76, 1, 1Va, 12,16,20,25,32, | 25 | 3% | 4% % 3 3% | 4%
115, 1% :
CNC 86-46Z | 22 65 | %%, %, 1,1V, 1%, | 16,20,25,32,40, | 3% | 37| 4% Y% 3% | 4V 5
19, 2, 2V 45, 50
CNC 86-47Z S 80 1, 1%2,1/1 ‘/221/1 %,2, | 25,32, 40,50,60,65| 3% | 4% | 5% % 3% | 4% | 5%
4, 272
CNC 86-48Z | 32 90 1%, 11/22, 1/13%5 2,2%, | 32,40,50,60,65 | 3% | 4% | 5% 1 4% | K% | 6%
2,
CNC 86-49Z 4 100 | 1%, 134, 2, 2%, 2%, 3| 40, 50, 60,65,80 | 438 | 5% | 7% 1 5 6V | 7

*Special sizes available to fit your machine specifications: inch-metric, metric-inch, or metric-metric.
*All Orders ship standard in inch sizes. If required; please specify metric O.D. or I.D., when ordering.

Superior Design/Premium Quality




